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The RoofJockeyTM Edge is our most compact mobile rope access system. With its limited footprint, it is ideal for balconies and con-

crete rooftops with large plant areas where space is limited. 

 

Technical specifications: 

Drawing number: RJ-003-A696-00-B 

Lightweight Aluminium Frame 

x32 Zinc Plated Countweights 

12kN Single-User Rope Access rated I.A.W AS/NZS 5532. 

 

Installation requirements: 

Ensure the unit is only used on a horizontal surface.  

Ensure the roof surface is suitable for use with the device in relation to load bearing capacity. As a safety precaution, capacity should 

exceed of 2500kg. 

Ensure a minimum of a 300mm high parapet will be in front of the unit when in use. If the unit is to be used with a parapet height 

less than 300mm, contact Hi-Rise Access for engineering assistance.  

Ensure the ropes hang verticality down the full extent of the drop.  Otherwise, a component of horizontal load may be applied to the 

unit if the worker should fall and this could lead to instability. 

 

Operations: 

Rated carabiners can be attached directly to the anchorage eye. 

Once connected to  the anchorage, users may perform the harness based works as per procedures outlined in AS/NZS ISO 22846 & 

AS/NZS 1891, as well as industry best practice. Care should always be taken to control such risks as pendulum swing and fall clear-

ance. 

 

Maintenance and certification 

RoofJockeyTM systems are to be inspected and certified by a height safety equipment inspector every 12 months. All testing and 

inspection is to be documented as per AS/NZS 1891.  
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