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The HRA Welded Bridge System is designed to traverse pits and obstacles on natural outdoor paths. This system has been designed 

for use in public parks, prioritizing providing safe passage for both pedestrians and ATVs, while maintaining aesthetics worthy of 

Australia's public amenities. This bridge system is delivered in complete sections (excluding walkway), to be dropped into place and 

fixed down, free of excessive fixings and assembly costs. 

 

Design Specifications: 

Drawing number: 1I-101-A201-00-A 

Aluminium structure 

Galvanized fixings 

Designed in Accordance with AS 2156.1 -  2001: Walking Tracks Classification and Signage; 

Available spans: 2 meters, 3 meters, 4 meters, 5 meters 

 

Technical Specifications: 

Dimensions: 

• Internal Width: 1620mm 

• External Width: 1820mm 

• Height (Aluminium frame): 1212mm 

• Height (Decking to handrail): 1100mm 

• Overall Length: 2015mm, 3015mm, 4015mm, 5015mm 

• Weights: 150kg, 225kg, 300kg, 375kg 

 

Welded Bridge 
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Installation Specifications: 

Walkway Surface Options:

 

Alternative walkways may be used, given they are able to handle load/span requirements:

 

Handrail Options: 

 

Kickboard Options:

 

Kickboard must not be mounted 150mm above decking 

Timber handrailing and kickboard to be supplied by others 

Mounting Methods:

 

• 30mm Minimesh FRP (Fibre Reinforced Plastic) Grating • 22 Series Aluminium Walkway  

• 3kPa live load • 1.4kN concentrated load • 475mm support centers 

• Timber – 140mm x 45mm • Aluminium RHS – 150mm x 50mm Radius Edges 

• Timber – 90mm x 35mm • Aluminium – 100mm x 10mm 

• Concrete footings (to be designed and certified by others) • Surefoot System footings 


